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SECTION B-B

SCALET:1

REV. DESCRIPTION ECN NO. NEW DESIGNER

X1 NEW RELEASE ZXX 2017.08.17

NOTES:
1.MATERIALS:
HOUSING:THERMOPLASTIC. UL94-V0;
CONTACT:BRASS,NICKEL.
MECH.LEG:SUS,BRASS.
2.PLATING:
CONTACT:PLATED TIN AND NICKEL UNDER PLATING OVERALL;
MECH.LEG:
SUS:PLATED MATTE TIN AND NICKEL UNDER PLATING OVERALL;
BRASS:TIN 120u”MIN PLATING,NICKEL 80u” MIN UNDER PLATING ;
3.DIMENSIONAL TOLERANCE:
NOT SPECIFIED TOLERANCE,COMPLIED TO THE GENERAL TOLERANCE;
CONTROL DIMENSIONS INDICATED FORM "¥”MUST BE INSPECTED BY QC;
4ELECTRICAL CHARACTER:
RATED VOLTAGE:25VDC
RATED CURRENT:2.5 AMPS
INSULATION RESISTANCE:50 MECA—-OHMS MINIMUM
CONTACT RESISTANCE:20 MILLI-OHMS MAXIMUM
WITHSTAND VOLTAGE:500VAC RM.S. FOR 1 MINUTE
5MECHANICAL CHARACTER:
DURABILITY:5000 CYCLES;
6.5ALT SPRAY TEST:24 HOURS MIN.;
7.MECHANICAL CHARACTERISTICS:
OPERATING TEMPERATURE:-20°C TO + 90°C
HEAT RESISTANCE TO WAVE SOLDERING:260°C FOR 5 SECONDS
HEAT RESISTANCE TO REFLOW SOLDERING:260°'C FOR 10 SECONDS
PART NO. CODE:
PDCO16 — 2 * * — % _*
O] QO® BG6®
@ SERIES:
PDCO16:POWER SUPPLY 2mm RECTANGULAR KEY,
2PINS,THROUGH HOLE
@ POSITIONS:
2:2 POSITIONS
@ COLOR OF HOUSING:
A:GRAY
K:BLACK
W:WHITE
@ CONTACT PLATED:
APLATED TIN 120u” MIN
® ENVIRONMENT:
0:RoHS
H:HALOGEN FREE
® WAY OF PACKING:
T:TRAY
R:TAPE & REEL
B:WATERPROOF BAG

GENERAL TOLERANCE]|
X. 10.38
X 1025
XX 10.20
XXX £0.15

ANGLE TOLERANCE
X
X 20
X110

NAME(INTENDED USE):
CUSTOMER DRAWING

PART NO. CODE:
PJCO16—2%%—**

. —

130 EJ DNN| |
PALCONN TECHNOLOGY CO.,LTD.
TITLE:  CONNECTOR,POWER SUPPLY

MAJOR(QC CHECKED)

3 |MECH.LEG

—_

S-ST-DCJ-2-00

S-DCJ—-4-12*+0000

SUS,BRASS,T=0.40mm

SUS:MATTE TIN 50uMIN PLATING,NICKEL 40u” MIN UNDER PLATING.

BRASS:TIN” 120u”MIN_PLATING,NICKEL 80u™ MIN UNDER PLATING.

¥= 17 places

SCALE: 1:1

2mm RECTANGULAR KEY,

APPROVED: 2PINS,THROUGH HOLE

CRITICAL:

2 [TERMINAL

N

T-ST-DCJ-2-00

T-DCJ—4-12*

*0000

BARSS,NICKEL

120u” TIN MIN_OVERALL

=1 places

UNIT: mm

CHECKED: SERIES: JACK SERIES SIZE: A4

1 [HOUSING

N

|-ST-DCJ-2-00

|-DCJ—4-12**000*

LCP,PAIT

UL94V—0 RATED,BLACK OR ECHOSTAR APPROVED EQUIVALENT
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QY

DRAWING NO.

PART NO.

MATERIAL

REMARK

SHEET 1 OF 1

==
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