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DESCRIPTION

ECN NO.

NEW DESIGNER

X1

NEW RELEASE

Yuanye 2018.12.03
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RECOMMENDED PCB LAYOUT(T=1.60mm)(TOP VIEW)
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MENSION TOLERANCE ARE

+0.05 UNLESS OTHERWISE SPECIFIED

NOTES:
1.MATERIALS:

PLASTIC MATERIA: PA660rPA46/66,UL94 V-0;

CONTACT:PHOSPHOR BRONZE;
SHELL: BRONZE
2.PLATING:

CONTACT:NICKEL UNDERPLATING OVERALL;PLATED GOLD ON CONTACT AREA,
OR REFERENCE PART NO. CODE:PLATED TIN ON SOLDER AREA;

3.DIMENSIONAL TOLERANCE:

NOT SPECIFIED TOLERANCE,COMPLIED TO THE GENERAL TOLERANCE;
CONTROL DIMENSIONS INDICATED FORM "¥",MUST BE INSPECTED BY QC;

4.ELECTRICAL CHARACTER:

LOW LEVEL CONTACT RESISTANCE: 50mQ Max. INITIAL;
INSULATION  RESISTANCE: 500MQ Min.;

DIELECTRIC WITHSTANDING VOLTAGE:1000 VAC FOR 1 MINUTE;

CURRENT RATING:1.5A AT 150 VAC MAX.;

5.MECHANICAL CHARACTER:

INSERTION /EXTRACTION FORCE: 22.24N(2.27kgf)Mox.;

DURABILITY: 750 CYCLES;

6.SALT SPRAY TEST:24 HOURS MIN.;

7R REFLOW CONDITION PEAK TEMPERATURE: 260°C-10S,(THIS ITEM
APPLY TO HIGH-TEMPERATURE MATERIAL,EG. LCP,PA6T,PA9T,PAIOTETC.);

8.0PPERATING TEMPERATURE: 0°C TO +75°C;
9.STORAGE TEMPERATURE: —40°C TO +85C;
10.TRANSMITTER FILTER & RECEIVER FILTER

10.1 TYPE: BALANCE LOW PASS 1000 IMPEDANCE;

10.2 INSERTION LOSS: 1MHz~100MHz —1.0dB MAX.;

10.3 RETURN LOSS: 1MHz~30MHz —18dB MIN. LOAD 1000);
30MHz~60MHz —16dB MIN. LOAD 1000;
60MHz~80MHz —12dB MIN. LOAD 100Q;
80MHz~100MHz —10dB MIN. LOAD 1000Q;

10.4 CROSS TALK:1MHz~100MHz —30dB MIN.;

10.5 COMMON MODE REJECTION: IMHz~100MHz —30dB MIN.;

10.6 INDUCTANCE: 100KHz,100mV,8mA,Dc Bias

INPUT(1-2) INPUT(3-4); INPUT(7—8),INPUT(9-10) : 350uH MIN.;

10.7 HIPOT TEST:

INPUT TO QUTPUT: 1500V AC OR 2250V DC @60S;

10.8 SURGE PROTECTION

IEC61000—4-5(LINGHTNING); LINE TO GND: 4KV

PART NO. CODE:
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[0] Q0® 606
D SEREES:

RJ45 1X1 VERTICAL TAB UP W/TRANSFORMERS W/LED

Q@POSITIONS:
E:14 POSITIONS

QCOLOR OF HOUSING:
K:BLACK
W:WHITE
A:GRAY

@ CONTACT PLATED:
2:PLATED Au 3u” MIN
3:PLATED Au 10u” MIN
4:PLATED Au 150" MIN
5:PLATED Au 30u” MIN
6:PLATED Au 50u” MIN

© ENVIRONMENT:
0:RoHS
H:HALOGEN FREE
® WAY OF PACKING:
T:TRAY
R:TAPE & REEL
B: WATERPROOF BAG
: TUBE
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