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ELECTRICAL CHARACTER:

1210*4°

100% Open&Short testing

2,5

1.Cable Withstanding Voltage: 100V AC/DC Min

2.Cable Insulation Resistance:

10M Ohm Min

3.Cable Conductive Resistance: 3 Ohms Max
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REV DESCRIPTION ECN. NO. APPRO\/ED/DATE
0 NEW RELEASE LXP 09/23/20"
10
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CABLE SPECIFICATION

3 | OUTER MOLDING

AR MSLTPUOOKNOOO

TPUREETH M585-90A, HHUL94V -0 (FiEE)

2 | CONNECTOR 1PC BNC-J3 @9 SNBSS BAHES BNC-J3 Q9 BNC 3k, #50-3142k, Ak FEA
1COAX*26AWG+B+P
1 CABLE 1PC LRAWKOZ20 TPU(Mildew resistance>2Grade) BLACK 0D:4.8+0.20MM

#4 5570126008

TEM| PART NAME

QY PART NO:

DESCRIPTION

GENERAL TOLERANCE

ANGLE TOLERANCE

NAME(INTENDED USE)
MANUFACTURE DRAWING

PAL

CUSTOMER P/N:

000.010.000.175 | PALCONN TECHNOLOGY CO.,LTD.
MAJOR(QC CHECKED) APPROVED: DATE TITLE:
¥ =1 places
BNC to OPEN CABLE 1.21M

UNT CHECKED: DATE

R HS @ |:||:| SERIES:  4iizk RF CABLE SIZE. A4
DESION: DATE
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