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Approved Cable Suppliers

L|INITIALS REASON DATE

INITIAL RELEASE 12/12/19

X2 LGH WIRE TABLE 12/20/19
Item # Supplier name | Part Number UL # Raw cable jacket mark X3 | LeH ITEMHI P/N, BLACK HOUSING 12/31/19
X4 LGH UPDATE BOM ITEM#1&8, NOTES 1/29/20
1 PALCONN 5794887003 NO MARK XS LGH PACKAGING DETAILS 2/26/20
X6 LGH UPDATE WIRE TABLE, ITEM#6, & NOTES| 4/20/20
X7 LGH | UPDATE WIRE DIMENSION & ITEMEZ QTY | 5,05/20
X8 LGH UPDATE NOTE #4 S5/21/20
X9 LGH REVISED SR MOLDING DIMENSIONS. 6/28/20
X10 LGH ADD PACKAGING SPECIFICATIONS 7/23/20
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WIRNG TABLE
SGNALNAME WIRE M4 | M2 NOES 6.351.0
LED CATHODE GREENG) 7 1 -
CAMERA GND  |WH/BRN/YEL DRAINS+COAXDRAIN| 14 — | WIRES UNTERMINATED AT ITEM 2 PER NOTE 1
VOUT WHITE CO AX(B) 5 — WIRES UNTERMINATED AT ITEM 2 PER NOTE 1 WOER P/N:
CAMERA GND WHT/BRN/YEL DRAINS+COAXDRAIN| 13 - WIRES UNTERMINATED AT ITEM 2 PER NOTH 8 CASING 31.75MM CBOO1OP063 HEATSHRINK .0625" x 4' BLACK
AVDD BROWN COAX(W) 4 - WIRES UNTERMINATED AT ITEM 2 PER NOTE 1 7PCS JST P/N:
CAMERAGND  |WHJ/BRV/YEL DRAINS+COAX DRAIN| 3 — | WIRES UNTERMINATED AT ITEM 2 PER NOTH 1 7 TERMINAL SSHL-002T-P0.2___|CRIMPI CONNECTOR SOCKET 26-30AWG CRIMP TIN
CLK YELLOW COAX(2) 2 - WIRES UNTERMINATED AT ITEM 2 PER NOTE 1 6 HOUSING 1PC JGSI-ITRP{';\:/ s CONN GH HOUSING 15P0OS 1.25MM
USBGND C ABLEDRAIN +BLACK(7) 12 10 CONNECT CABLE DRAIN TO THIS PIN e
AR
USBGND C ABLEDRAIN +BLACK(7) 15 14 CONNECT BLACK(7) TO THIS PIN 5 SR AR MEDICAL GRADE PVC
USBGND CAHEDRAIN +BIACK(7) 6 - - PALCONN P/N: {(1C*32#+D+AL+ML)*3COAX+D+AL}1C+ (1P*32#+AL+ML)*1C+(1P*324+
USBD+ BLUE(4) 0 12 - 4 CABLE 2.6416M : ML)*1C+2C*28#+F+AL+D+B MEDICAL GRADE PVC(SHORE A 70)
USBD- WHITE(4) 9 i = 5794887003 BLACK OD: 5.200.20mm
USB VDD RED(B) 11 13 - S
LED ANODE WHIE(S) 8 15 — 3
NO CONNECT - 1,6 29 - CASING 38.1MM|WOER P/N: RSFR-135G [HEAT SHRINK TUBING
2 GLUE AR [THREEBOND P/N: 1401/ ADHESIVE THREAD LOCKER, CLEAR
ELECTRICAL PROPERTIES:
A ! BIX P/N: SERIES M, SZ.2, 16 PIN PLUG, BLACK HOUSING, BLACKBACKNUT,
No1T0£s/? OPEN, SHORT & MIS-WIRE TEST 1 CONNECTOR | 1PC |74 oML16PLAW.52L |60° KEYING, PEEK. SDLDER
A SOLDER WTH Sn96.5/Ag03/Cu.5 SOLDER (LEAD FREE). ITEM| PART NAME QTY PART NO: DESCRIPTION
APPLY THREAD LOCKER (ITEM#4) TO THREADS OF CONNECTOR BACK NUT PRIOR TO TICHTENING.
A APPLY 6.35MM SHRINKTUBE (ITEM#6) OVER EACH SOLDER JOINT FOR P1 CONNECTOR. GENERAL TOLERANCE| ANGLE TOLERANCE| NAME(INTENDED USE)
AFTER REMOVING THE OVERALL CABLE JACKET, LEAVE COAX BUNDLE WITH FOIL SHIELD INTACT. DO NOT REMOVE X, +1.00 CUSTOMER DRAWING p A I_
THE COAX FOIL SHIELD. THEN APPLY SHRINKTUBE (ITEM#8), TO COVER 3x COAXIAL CABLES UP TO .25IN FROM TERMINATION X £0.50 CUSTOMER P/N-
OF P2 SIDE. XX $0.20 :
/A\ CRIMP TERMINALS TO END OF LEAD WIRES ON P2 SIDE. XXX 10.15 801312 REV. B
7 PINS 12.15.816 FOR P1 SIDE (ITEM#) ARE TO BE SHORTED TOGETHER. MAJOR(QC CHECKED) APPROVED:  DATE TITLE: {6 PIN PUSH PULL CONNECTOR
CONNECT CABLE DRAIN TO PIN 10 OF P2 SIDE (ITEM#6). v = 1 places LGZ 2020/07/23 TO 15 PIN RECTANGULAR
/5 CONNECT BLACK WIRE TO PIN 14 OF P2 SIDE (ITEM#6).
/5 WIRES UNTERMINATED ON P2 SIDE (ITEM#6), SEE NOTE 4. UNIT  mm CHECKED: DATE RECEPTACLE HOUSING
R H S @ H o ﬁ SERIES: SIZE.A4
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